GENERaL

CHEMICAL ENGINEERING

TECHNICAL DATA SHEET

PRODUCT

OK
COME PRIMA

GRAFITI REMOVER

OK COME PRIMA is a product expressly formulated to remove writings, spray, paints from soiled surfaces.
Easily melts the not catalyzed varnishes/paints without damaging the underneath surfaces.
It can be applied both indoor and outdoor.
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IMPORTANT

DETERGENT, REMOVER FOR GRAFITI. VISCOUS FOR VERTICAL SURFACES TOO.

CLEANING PROFESSIONAL
DEEP CLEANING OF SURFACES SOLID WITH SPRAY, WRITINGS, VARNISH etc.

The use of water jets by using a hydro-cleaner machine makes easy the removal
operations from porous supports.

Complete removals are obtained on surfaces pre-treated with Velox PL 95 anti-
grafiti.

SUITABLE FOR ALL KIND OF STONE MATERIAL..

APPLY WITH A PAINT-BRUSH. LET THE PRODUCT WORK ABOUT 10 MINUTES LONG
AND THEN RINSE WITH AND DAMP SPONGE.

WHEN APPLIED ON STAINS PARTICULARLY OBSTINATE OR DEEPLY PENETRATED IT IS
SUGGESTED TO MIX THE PRODUCT WITH FLOUR OR LITTLE PIECES OF BLOTTING
PAPER. APPLY ON THE STAIN, COVER WITH A PLASTIC SHEET AND SEAL WITH
ADHESIVE TAPE.

LET THE PRODUCT WORK ALL NIGHT LONG. THE STAINS WILL COME OUT ON
SURFACE.

On a small, hidden, part of the surface effect always a preliminary test to determine
the compatibility with the material, the consumption, the aesthetic effect obtained and the
removal degree.

Contains alcohols, glycolethers, acetates, viscousing substances.

Slow-evaporation product.
Consumptions vary according to the nature and intensity of the stains.

The data provided derive from published information or from our own laboratory tests. The
information provided here must be considered as a guideline and not as any form of
performance guarantee.

Liability for defective products, when verified, is limited to the refund of the purchase

price since application of the product is beyond the control of the manufacturer or supplier.

Solvent-based product: inflammable. Apply in well-ventilated area and wear
impermeable gloves. For further information see the label or the product Safety Data
Sheet.

When applied on surfaces treated with some protecting or impregnators it can
weakens the protecting/impregnating effect and the treatment must be restored.
So it is always suggested to effect a preliminary test and verify the effect.

[ A PRELIMINARY TEST IN A SMALL, HIDDEN, AREA IS SUGGESTED BEFORE THE APPLICATION |
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